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Deck Stain

105, Gallon / 3785 Lfers

WATERBORNE
DECK STAIN

Ideal for...
o Composite decking
o Wood siding

*  Rough sawn and
smooth cedar

o Fences

o Wood shingles

o Split shake roofs

e  Exotic havdwoods

...for damp ov dry
wood application.

MANUFACTURER

American Building Restoration Products, Inc.
9720 South 60th Street

Franklin, WI 53132 U.S.A.

(414) 421-4125

1-800-346-7532 (Orders Only)

Fax (414) 421-8696  www.abrp.com

PRODUCT DESCRIPTION

X-100 Natural Seal® Waterborne Deck
Stain is a water repellent designed to pro-
tect wood against the environmental forces
of wind, rain, snow, ice and sun that can
promote cracking, splitting, cupping,
curling, sap-stain, mold, and mildew. Use
X-100 Natural Seal® Waterborne Deck
Stain on all wood surfaces including cedar,
redwood, pine, plywood, T1-11, cypress,
fur, dimensional lumber, siding, and decking.
X-100 Natural Seal® Waterborne Deck
Stain is designed to protect wood from the
damaging effects of water, Ultra Violet sun
light and fungus. X-100 Natural Seal®
Waterborne Deck Stain is not designed to
prevent wood from accumulating dirt and
atmospheric pollutants. See deck maintenance
for proper cleaning procedures.

TECHNICAL DATA

Coverage: Smooth, dense surfaces 300-400
sq. ft. per gallon. Rough, porous surfaces
150- 250 sq. ft. per gallon. Coverage is
dependent upon the porosity of the surface.

Dry time: Allow at least 12 hours to dry.
VOC content limit: 250 g/L or less

Packaging: One, five and fifty-five gallon
containers.

INSTALLATION
For best results and optimal penetration:

¢ For exotic hard woods (i.e. Ipe, Iron Wood,
Brazilian Hard Woods) allow 6-12
months of natural weathering before
application.

e The surface must be free of dirt, mildew,
loose wood fibers, chalky residue and
other foreign matter.

e Remove any mill glaze/shiny lumber,
tannic acid bleed, rust secalers from
fasteners, and weathered grey, dirty wood
with X-180 Weathered Wood Restorer™.

oIf the surface is coated with another
finish other than an X-100 Natural Seal®
finish, strip the finish with Super Bio
Strip™ or other, appropriate ABRP, Inc
coatings remover.

¢ X-100 Natural Seal® Waterborne Deck
Stain may be applied over any X-100
Natural Seal® finish.

¢ Apply to damp or dry wood.
¢ Do not apply if rain is imminently forecasted.

¢ Both surface and air temperature must be
between 40°F to 90°F.

Application:

IF YOU HAVE NEW WOOD
Step 1-Clean off debris.

DAMP WOOD

e Apply to wood that is DAMP without
standing water.

e Mix well and stir occasionally during use.

* Apply X-100 Natural Seal® Waterborne
Deck Stain with a brush, roller or paint
sprayer. Note: If using a paint sprayer or
roller always back brush immediately to
produce even application.

* Apply X-100 Natural Seal® Waterborne
Deck Stain along the entire length of
one board at a time, keeping a wet edge
to avoid lap marks.

e If needed apply a second coat for uniformity.

* Clean up with soap and water.

DRY WOOD

* Do not apply to wood that is hot to the
touch or that is in direct sun light.

e [f too hot consider damp wood application

® Mix well and stir occasionally during use.

e Apply X-100 Natural Seal® Waterborne
Deck Stain with a brush, roller or paint
sprayer. Note: If using a paint sprayer or
roller always back brush immediately to
produce even application.

¢ Apply X-100 Natural Seal® Waterborne
Deck Stain along the entire length of
one board at a time, keeping a wet edge
to avoid lap marks.

e If needed apply a second coat for uniformity.

e Clean up with soap and water.

IF YOU HAVE OLD, DIRTY OR
WEATHERED WOOD
Step 1-Clean wood with X-180 Weathered
Wood Restorer™.
Step 2-Apply a coat of X-100 Natural
Seal® Waterborne Deck Stain as described
above for damp or dry wood application.
Note: Applying any X-100 Natural Seal®
Finish to weathered, grey or dirty wood
will further darken the surface.
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